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� Standard Clamping Elements  11

Subject to technical alterations.

Where high clamping forces or flexible adaption to shapes and sizes of workpieces are demanded, we offer our single clamps

or clamping combinations by using our adjustable clamps. 

All AMF-clamps shown in this catalogue be combined with dif ferent support blocks and are therefore adaptable to dif ferent 

shaped and sized workpieces.

The Advantages of these adjustable clamps are theire unsiversal application abilities for single parts up to medium 

series production with changing clamping dimensions. They allow simple and fast horizontal and vertical application, are 

interchangeable and price worthy. Their compact design ensures high clamping forces even at large clamping dimensions.

Clamping with 
single clamps 

or with compact 
clamping units

>	M aterial: Tempering steel to DIN regulations.

> 	�Machining: Plane-parallel base- and clamping faces

ensure safe force transmission.

> Tempering: According to DIN regulations.

> 	�Finishing: All clamps are abrasionproof quality

varnished, or of equal quality f inish.

UPÍNACIE PRVKY



12  Standard Clamping Elements  

Subject to technical alterations.

Continuously adjustable, tempered, galvanized, with 
undetachable compression piece and back support. 

„Crocodile“ clamp
No. 6312V

* Specified clamping forces in optimal clamping position (smallest distance from the clamping screw 
to the clamping point). Clamping forces can vary depending clamping, strength class of the clamping 
screw and condition of the thread (lubrication).

Application:
The crocodile clamping claw is used for all clamping tasks using T-slots and threaded holes. Thrust 
piece and counter-bearing are connected permanently to the clamping jaw, and thus the crocodile 
is quickly ready to use. The clamping jaw features two ridges and can be turned around easily 
depending on the application. In this way, it is possible to cover all fields of application involving 
cutting and non-cutting processes (e.g. injection moulding and pressure forming).

Advantage:
- Variable and fast adjustment option at a distance from the workpiece 
- Use in all areas involving cutting and non-cutting processes 
- Especially well-suited for use on injection moulding machines and presses 
- No additional supports needed to achieve the required clamping height 
- Thrust piece and counter-bearing are connected permanently to the clamping jaw 
- The crocodile can be extended easily for every clamping height. 

Note:
Your choice of tensioning screws DIN 787, stud screws DIN 6379 and the cylinder screws ISO 4762 
can be used for clamping. Greater clamping heights can be achieved through use of the support 
extension no. 6312S.

Order 
 no.

A A1 A2 B2 x L B3 E1 E2 H2 K

79756 27 17 12 44x115 30 25 30 18 11
79798 36 21 17 55x150 41 35 36 20 12
79855 42 27 20 62x187 30 44 44 30 14
79913 51 34 24 70x235 30 60 47 31 17

376475 56 35 24 73x285 30 62 51 35 17

Dimensions:

„Crocodile“ clamp

Recommendations

No. 6312S, 
page 16

DIN 787, 
page 72

No. 6379I, 
page 78

CAD

Order 
 no.

B1 Slot Clamping force max.*

[kN]

H1 Weight

[g]

79756 13 10, 12, 14 30 0-55 661
79798 17 12, 14, 16, 18 40 0-70 1494
79855 21 16, 18, 20, 22 60 0-80 2252
79913 25 20, 22, 24, 28 75 0-100 3635

376475 25 20, 22, 24, 28 75 0-100 4335
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Subject to technical alterations.

„Crocodile“ clamp

with clamping bolt DIN 787, washer DIN 6340 and nut 
DIN 6330B. Infinitely adjustable, tempered, galvanised with 
captive compression piece and counter bearing.

„Crocodile“ clamp,  
complete with DIN 787

No. 6312VT

Application:
The crocodile clamping claw is used for all clamping tasks using T-slots and threaded holes. Thrust 
piece and counter-bearing are connected permanently to the clamping jaw, and thus the crocodile 
is quickly ready to use. The clamping jaw features two ridges and can be turned around easily 
depending on the application. In this way, it is possible to cover all fields of application involving 
cutting and non-cutting processes (e.g. injection moulding and pressure forming).

Advantage:
- Variable and fast adjustment option at a distance from the workpiece 
- Use in all areas involving cutting and non-cutting processes 
- Especially well-suited for use on injection moulding machines and presses 
- No additional supports needed to achieve the required clamping height 
- Thrust piece and counter-bearing are connected permanently to the clamping jaw 
- The crocodile can be extended easily for every clamping height. 

Note:
For missing dimensions, see No. 6312V.

Order 
 no.

A A1 A2 B2 x L B3 E1 E2 H2 K

79780 27 17 12 44x115 30 25 30 18 11
79806 27 17 12 44x115 30 25 30 18 11
79822 27 17 12 44x115 30 25 30 18 11
79848 36 21 17 55x150 41 35 36 20 12
79863 36 21 17 55x150 41 35 36 20 12
79889 36 21 17 55x150 41 35 36 20 12
79905 36 21 17 55x150 41 35 36 20 12
79921 42 27 20 62x187 30 44 44 30 14
79210 42 27 20 62x187 30 44 44 30 14
79228 42 27 20 62x187 30 44 44 30 14

374926 42 27 20 62x187 30 44 44 30 14
374942 51 34 24 70x235 30 60 47 31 17
374967 51 34 24 70x235 30 60 47 31 17
374983 51 34 24 70x235 30 60 47 31 17
375006 51 34 24 70x235 30 60 47 31 17

Dimensions:

* Specified clamping forces in optimal clamping position (smallest distance from the clamping screw 
to the clamping point). Clamping forces can vary depending clamping, strength class of the clamping 
screw and condition of the thread (lubrication).

Recommendations

No. 6312S, 
page 16

DIN 787, 
page 72

No. 6379I, 
page 78

CAD

Order 
 no.

B1 Slot Clamping bolt 
 DIN 787 

Clamping force max.*

[kN]

H1 Weight

[g]

79780 13 10 M10x10x100 25 0-40 613
79806 13 12 M12x12x125 30 0-55 686
79822 13 14 M12x14x125 30 0-55 705
79848 17 12 M12x12x160 35 0-70 1591
79863 17 14 M12x14x160 35 0-70 1610
79889 17 16 M16x16x160 40 0-70 1798
79905 17 18 M16x18x160 40 0-70 1818
79921 21 16 M16x16x200 55 0-80 2715
79210 21 18 M16x18x200 55 0-80 3018
79228 21 20 M20x20x200 60 0-80 3018

374926 21 22 M20x22x200 60 0-80 3060
374942 25 20 M20x20x250 70 0-100 4368
374967 25 22 M20x22x250 70 0-100 4410
374983 25 24 M24x24x250 75 0-100 4895
375006 25 28 M24x28x250 75 0-100 4966
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Subject to technical alterations.

„Crocodile“ clamp

with stud bolt DIN 6379, washer DIN 6340 and nut DIN 6330B. 
Infinitely adjustable, tempered, galvanised with captive 
compression piece and counter bearing.

„Crocodile“ clamp, 
complete with DIN 6379

No. 6312VS

Application:
The crocodile clamping claw is used for all clamping tasks using T-slots and threaded holes. Thrust 
piece and counter-bearing are connected permanently to the clamping jaw, and thus the crocodile 
is quickly ready to use. The clamping jaw features two ridges and can be turned around easily 
depending on the application. In this way, it is possible to cover all fields of application involving 
cutting and non-cutting processes (e.g. injection moulding and pressure forming).

Advantage:
- Variable and fast adjustment option at a distance from the workpiece 
- Use in all areas involving cutting and non-cutting processes 
- Especially well-suited for use on injection moulding machines and presses 
- No additional supports needed to achieve the required clamping height 
- Thrust piece and counter-bearing are connected permanently to the clamping jaw 
- The crocodile can be extended easily for every clamping height. 

Note:
For missing dimensions, see no. 6312V.

Order 
 no.

A A1 A2 B2 x L B3 E1 E2 H2 K

375766 27 17 12 44x115 30 25 30 18 11
375782 27 17 12 44x115 30 25 30 18 11
375808 36 21 17 55x150 41 35 36 20 12
375824 36 21 17 55x150 41 35 36 20 12
375840 36 21 17 55x150 41 35 36 20 12
375865 36 21 17 55x150 41 35 36 20 12
375881 42 27 20 62x187 30 44 44 30 14
375907 42 27 20 62x187 30 44 44 30 14
375923 51 34 24 70x235 30 60 47 31 17
375949 51 34 24 70x235 30 60 47 31 17
375964 51 34 24 70x235 30 60 47 31 17
375980 51 34 24 70x235 30 60 47 31 17
375832 42 27 20 62x187 30 44 44 63-123 63
375857 51 34 24 70x235 30 60 47 72-108 72
375873 51 34 24 70x235 30 60 47 72-147 72
375899 51 34 24 70x235 30 60 47 72-108 72
375915 51 34 24 70x235 30 60 47 72-147 72
375816 42 27 20 62x187 30 44 44 63-91 63

Dimensions:

* Specified clamping forces in optimal clamping position (smallest distance from the clamping screw 
to the clamping point). Clamping forces can vary depending clamping, strength class of the clamping 
screw and condition of the thread (lubrication).

Recommendations

No. 6312S, 
page 16

No. 6379I, 
page 78

CAD

Order 
 no.

B1 Clamping bolt 
 DIN 6379 

Support extension 
 6312V 

Clamping force 
max.*
[kN]

H1 Weight

[g]

375766 13 M12x100 - 30 0-30 639
375782 13 M12x125 - 30 0-55 659
375808 17 M12x125 - 40 0-50 1535
375824 17 M12x160 - 40 0-70 1558
375840 17 M16x125 - 40 0-40 1660
375865 17 M16x160 - 40 0-70 1718
375881 21 M20x160 - 60 0-40 2754
375907 21 M20x200 - 60 0-80 2834
375923 25 M20x200 - 75 0-70 4072
375949 25 M20x250 - 75 0-100 4172
375964 25 M24x200 - 75 0-50 4374
375980 25 M24x250 - 75 0-100 4524
375832 21 M20x315 M16x90 60 40-190 3704
375857 25 M20x315 M20x69 75 50-175 5438
375873 25 M20x400 M20x109 75 50-220 5873
375899 25 M24x315 M20x69 75 45-180 5850
375915 25 M24x400 M20x109 75 45-215 6350
375816 21 M20x250 M16x55 60 30-141 3428
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Subject to technical alterations.

„Crocodile“ clamp

with stud no. 6379I, hexagon screwdriver ISO 2936C, washer 
DIN 6340 and nut DIN 6330B. Continuously adjustable, 
tempered, galvanised with captive thrust piece and counter 
bearing.

„Crocodile“ clamp, 
complete with no. 6379I

No. 6312VI

* Specified clamping forces in optimal clamping position (smallest distance from the clamping screw 
to the clamping point). Clamping forces can vary depending clamping, strength class of the clamping 
screw and condition of the thread (lubrication).

Advantage:
For better handling when setting up the clamping element, the threaded pin can be mounted and 
removed using an Allen key.

Note:
Use the Allen key only to set up the clamping element, not for clamping! 
For missing dimension, see no. 6312V.

Recommendations

No. 6312S, 
page 16

CAD

Order 
 no.

B1 Clamping bolt 
No. 6379I 

Clamping force max.*

[kN]

H1 SW

[mm]

Weight

[g]

375956 13 M12x100 30 0-30 4 639
375972 13 M12x125 30 0-55 4 659
375998 17 M12x125 40 0-50 4 1535
376004 17 M12x160 40 0-70 4 1558
376012 17 M16x125 40 0-40 4 1660
376020 17 M16x160 40 0-70 4 1718
376038 21 M16x160 60 0-40 4 2587
376046 21 M16x200 60 0-80 4 2625
376053 21 M20x160 60 0-40 5 2745
376061 21 M20x200 60 0-80 5 2834
376079 25 M20x200 75 0-70 5 4072
376087 25 M20x250 75 0-100 5 4172
376103 25 M24x200 75 0-50 5 4374
376095 25 M24x250 75 0-100 5 4524
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Subject to technical alterations.

Steel, galvanised and tempered, support screw, hardened, 
strength class 8.8. Comprising body, support screw and 
fastening bolts.

Support extension
No. 6312S

Application:
To increase the clamping height, the support extension is screwed to the counter-bearing of the 
crocodile.

Advantage:
Continuous adjustment of clamping heights.

Support extension

CAD

No. 6312V

No. 6312S

Order 
 no.

D x LS A B B1 C D1 E G H K Weight

[g]

79772 M10x39 10 30 13 30 30 44 M5 8-30 8 197
79814 M12x49 16 35 17 42 36 54 M5 10-37 10 433
79830 M12x94 16 35 17 42 36 54 M5 10-80 10 473
79871 M16x55 20 40 21 50 42 60 M5 13-41 13 608
79897 M16x90 20 40 21 50 42 60 M5 13-73 13 640
79749 M20x69 25 50 25 50 50 70 M6 16-52 16 1136
79764 M20x109 25 50 25 50 50 70 M6 16-91 16 1396

The right size for your application is always available, for example, order no. 6312V, without clamping bolt

Requirements: Table slot 18 / required clamping height: 125 mm / required clamping force: 35 kN

1) Select clamp no. 6312V
Groove 18    clamping force 40 kN    B1 = 17    crocodile order no. 79798

2) For a clamping height of 125 mm, support extension no. 6312S is used
B1 = 17    groove 18    clamping height 125 mm (clamping range 26-166 mm)    DxLS = M12x94  

  Support extension order no. 79830

3) Size of the T-slot bolts DIN787, complete with washer and hexagon nut
M16x18x250    order no. 81042
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Subject to technical alterations.

Dimensions
ISO 4762

G x L
Clamping height  

H1
Thread depth  

T

M10x80 4-25 15-31
M10x90 17-40 15-31

M10x100 31-55 15-31
M12x80 0-20 18-33
M12x90 10-34 18-36

M12x100 22-50 18-36
M12x90 0-22 18-34

M12x110 24-50 18-36
M12x120 38-66 18-36
M16x100 0-26 24-43
M16x110 12-40 24-44
M16x120 26-55 24-44

B1

13
13
13
13
13
13
17
17
17
17
17
17

M16x120 2-29 24-44
M16x130 15-43 24-44
M16x150 43-72 24-44
M20x140 18-48 30-52
M20x150 31-63 30-52
M20x160 45-78 30-52
M20x160 23-54 30-52
M20x180 51-83 30-52
M20x195 72-100 34-52
M24x140 0-15 36-48
M24x160 10-42 36-60
M24x180 37-71 36-60

21
21
21
21
21
21
25
25
25
25
25
25

Dimensions
DIN 787

Clamping range
H1

M10x10x100 18-31
M12x12x160 18-95
M12x14x160 18-95
M12x12x200 26-123
M12x14x200 26-123
M16x16x200 26-123
M16x18x200 26-123
M12x12x200 26-120
M12x14x200 26-120
M16x16x250 26-166
M16x18x250 26-166
M16x16x250 33-141

B1

13
13
13
17
17
17
17
17
17
17
17
21

M16x18x250 33-14121

D x LS

M10x39
M10x39
M10x39
M12x49
M12x49
M12x49
M12x49
M12x94
M12x94
M12x94
M12x94
M16x55
M16x55

M20x20x250 33-141
M20x22x250 33-141
M16x16x250 33-150
M16x18x250 33-150
M20x20x315 33-173
M20x22x315 33-173
M20x20x315 41-177
M20x22x315 41-177
M24x24x315 41-177
M24x28x315 41-177
M20x20x315 41-197

21
21
21
21
21
21
25
25
25
25
25

M20x22x315 41-193
M24x24x315 41-180
M24x28x315 41-180

25
25
25

M16x55
M16x55
M16x90
M16x90
M16x90
M16x90
M20x69
M20x69
M20x69
M20x69

M20x109
M20x109
M20x109
M20x109

Support extension

Installation recommendations and  
dimensions when using the clamping bolt 
ISO 4762 (without support extension 6312S)

Installation recommendations and dimensions 
when using the clamping bolt DIN 787  
(with support extension 6312S)
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Subject to technical alterations.

Application:
The clamp is used for all clamping tasks in which clamping is effected via T-grooves, grooves and 
threaded bores.

Advantage:
Weight-saving thanks to lightweight design. Variable and fast adjustment option at a distance from the 
workpiece. No additional clamping supports are needed to reach the required clamping height. The 
shim cannot be detached from the clamp.

Note:
For clamping, either clamping screws DIN 787, stud bolts DIN 6379 and cheese head screws 
ISO 4762 can be used.
A washer disc DIN 6340 must always be used between the hexagonal nut and compression piece!

and captive thrust piece.
Tempered steel, burnished.

Clamp with plastic cap
No. 6310

Order 
 no.

L H1 A A1 B2 E1 E2

376863 80 0-15 30,5 32,0 44 30 19
376889 125 0-33 47,0 49,5 57 37 51
376905 160 0-45 58,5 62,0 67 49 63
376921 200 0-65 71,5 75,0 72 58 83
376947 250 0-85 89,5 94,0 82 74 102
376555 80 0-15 30,5 32,0 44 30 19
376871 125 0-33 47,0 49,5 57 37 51
376897 125 0-33 47,0 49,5 57 37 51
376913 160 0-45 58,5 62,0 67 49 63
376939 160 0-45 58,5 62,0 67 49 63

Dimensions:

Clamp with plastic cap

Recommendations

DIN 6340, 
page 89

DIN 787, 
page 70

DIN 6330B, 
page 83

CAD

Order 
 no.

B1 Slot Clamping bolt 
 DIN 787 

for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

Weight

[g]

376863 11 10 - M10 3/8 257
376889 14 12+14 - M12 M14 1/2 708
376905 18 16+18 - M16 M18 5/8 1235
376921 22 20+22 - M20 M22 3/4 1880
376947 26 24+28 - M22 M24 3/4 1 2799
376555 11 10 M10x10x80 M10 3/8 349
376871 14 12 M12x12x100 M12 1/2 886
376897 14 14 M12x14x125 M12 1/2 905
376913 18 16 M16x16x160 M16 5/8 1648
376939 18 18 M16x18x160 M16 5/8 1668
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Subject to technical alterations.

Tempered steel, burnished.
Clamp, light design
No. 6311

Application:
The clamp is used for all clamping tasks in which clamping is effected via T-grooves, grooves and 
threaded bores.

Advantage:
Through the weight-saving design, the clamping iron is up to 50% lighter, but still offers 100% 
clamping force and can thus also be used even for rotating clamping tasks. Variable and fast 
adjustment option at a distance from the workpiece.

Note:
For clamping, either clamping screws DIN 787, stud bolts DIN 6379 and cheese head screws 
ISO 4762 can be used.

Order 
 no.

L H H1 A B2 B3 E1 E2 G With support screw
No. 6314S

D x LS

376962 200 - - 44 49 25 43 89 M20 -
377002 250 - - 44 54 30 46 116 M24 -
377044 315 - - 71 72 40 59 152 M30 -
377069 400 - - 80 102 54 74 209 M30 -
376731 200 16-49 8-58 44 49 25 43 89 M20 M20x69
376756 200 16-89,5 8-98 44 49 25 44 89 M20 M20x109
376772 250 20-69 10-81 44 54 30 46 116 M24 M24x87
376798 250 20-120 10-130 44 54 30 59 116 M24 M24x137
376814 315 18-142 7-214 71 72 40 59 152 M30 M30x180
376830 400 18-135 7-153 80 102 54 74 209 M30 M30x180

Dimensions:

Clamp, light design

Recommendations

DIN 6340, 
page 89

DIN 787, 
page 70

DIN 6330B, 
page 83

CAD

Up to 50% lighter -

100 % clamping force

Order 
 no.

B1 Groove
DIN 508

Clamping bolt 
 DIN 787 

for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

Weight

[g]

376962 22 20, 22, 24, 28 - M20 M22 3/4 1289
377002 26 24, 28, 30, 36 - M24 1 1630
377044 33 36, 42 - M30 1 1/4 4522
377069 43 42, 48 - M36 M42 1 1/2 9709
376731 22 20 M20x20x160 M20 M22 3/4 2434
376756 22 20 M20x20x200 M20 M22 1 2531
376772 26 24 M24x28x200 M24 1 3779
376798 26 24 M24x28x250 M24 1 1/4 3884
376814 33 36 M30x36x315 M30 1 1/4 9044
376830 43 48 M36x42x400 M36 M42 1 1/2 17560
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Subject to technical alterations.

Tempering steel, varnished.
Clamp, flat
DIN 6314

(  ) DIN extended.

Clamps

Recommendations

DIN 787, 
page 70

DIN 508, 
page 80

DIN 6331, 
page 84

CAD

Order 
 no.

B1 L for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A B2 B3 E1 E2 Weight

[g]

70003 6,6 50 M6 1/4 10 20 8 10 20 63
70011 9 60 M8 5/16 12 25 10 13 22 113
70029 11 80 M10 3/8 15 30 12 15 30 226
70037 14 100 M12 M14 1/2 20 40 14 21 40 490
70045 14 125 M12 M14 1/2 20 40 14 21 50 621
70052 18 125 M16 M18 5/8 25 50 18 26 45 960
70060 18 160 M16 M18 5/8 25 50 18 26 65 1240
70078 22 160 M20 M22 3/4 30 60 22 30 60 1787
70086 22 200 M20 M22 3/4 30 60 22 30 80 2237
70094 26 200 M24 1 30 70 26 35 80 2580
70102 26 250 M24 1 (35) 70 26 35 105 3800
70110 33 250 M30 1 1/4 40 80 34 45 100 4934
70128 33 315 M30 1 1/4 50 80 34 45 130 7788
70136 (43) 400 M36 M42 1 1/2 60 100 43 100 150 15000
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Subject to technical alterations.

Recommendations

DIN 787, 
page 70

DIN 508, 
page 80

DIN 6331, 
page 84

Tempering steel, varnished. 
Only match step blocks no. 6500E. The longer versions are 
used for large clamping distances due to large T-slot distance or 
enlarged work depth, i.e. on graving machines.

Step clamp
No. 6314Z

Tempering steel, varnished.
Forked clamp tapered
DIN 6315B

(  ) DIN extended.

Clamps

Recommendations

No. 6500E, 
page 41

No. 6379I, 
page 78

DIN 508, 
page 80

CAD

CAD

Order 
 no.

B1 L for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A B2 B3 E1 E2 Weight

[g]

70359 6,6 50 M6 1/4 10 20 8 10 20 55
70227 6,6 80 M6 1/4 10 20 8 10 45 90
70367 9 60 M8 5/16 12 25 10 13 22 100
70243 9 100 M8 5/16 12 25 10 13 60 180
70375 11 80 M10 3/8 15 30 12 15 30 200
70235 11 125 M10 3/8 15 30 12 15 70 350
70383 14 100 M12 M14 1/2 20 40 14 21 40 450
70250 14 160 M12 M14 1/2 20 40 14 21 90 770
70391 18 125 M16 M18 5/8 25 50 18 26 45 900
70334 18 200 M16 M18 5/8 25 50 18 26 110 1500
70409 22 160 M20 M22 3/4 30 60 22 30 60 1700
70417 26 200 M24 1 30 70 26 35 80 2500

Order 
 no.

B1 L for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A B2 B3 B4 Weight

[g]

70466 6,6 60 M6 1/4 12 19 6 3 60
70474 9 80 M8 5/16 15 25 8 4 140
70482 11 100 M10 3/8 20 31 10 5 300
70490 14 125 M12 M14 1/2 25 38 12 6 570
70508 14 160 M12 M14 1/2 25 38 12 6 730
70516 14 200 M12 M14 1/2 25 38 12 6 910
70524 18 160 M16 M18 5/8 30 48 15 8 1080
70532 18 200 M16 M18 5/8 30 48 15 8 1360
70540 18 250 M16 M18 5/8 40 48 15 10 2250
70557 22 200 M20 M22 3/4 40 52 15 10 1800
70565 22 250 M20 M22 3/4 40 62 20 10 3000
70573 22 315 M20 M22 3/4 40 62 20 10 3850
70425 22 500 M20 M22 3/4 50 62 20 10 7500
70581 26 200 M24 1 40 66 20 10 2400
70599 26 250 M24 1 40 66 20 10 3000
70607 26 315 M24 1 40 66 20 10 3850
37390 26 400 M24 1 50 66 20 10 5962
70433 26 500 M24 1 50 66 20 10 7600
3079 26 600 M24 1 50 66 20 10 9042

30064 26 800 M24 1 50 66 20 10 12122
70615 33 250 M30 1 1/4 50 74 20 12 3700
70623 33 315 M30 1 1/4 50 74 20 12 4750
70631 33 400 M30 1 1/4 50 74 20 12 6100
70441 33 600 M30 1 1/4 50 74 20 12 9200
70458 33 1000 M30 1 1/4 60 94 30 12 28000
70649 40 400 M36 1 1/2 60 100 30 12 11000
70656 40 600 M36 1 1/2 60 100 30 12 16500
70672 (43) 600 M36 M42 1 1/2 80 123 40 12 29600
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Subject to technical alterations.

Tempering steel, varnished.
Forked clamp with shoe
No. 6315GN

Clamps

Infinitely adjustable, tempered and painted, with closed slot for 
use with rotating workpieces

Clamp with nose, closed
No. 6315GNG

Recommendations

DIN 787, 
page 70

DIN 508, 
page 80

DIN 6331, 
page 84

Recommendations

DIN 787, 
page 70

DIN 508, 
page 80

DIN 6331, 
page 84

CAD

CAD

Order 
 no.

B1 L1 for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A B2 B3 L2 L3 Weight

[g]

70862 9 100 M8 5/16 15 30 16 32 18 240
70870 11 125 M10 3/8 20 30 20 38 24 380
70888 14 160 M12 M14 1/2 25 40 24 47 30 800
70896 14 200 M12 M14 1/2 25 40 24 47 30 950
70904 18 200 M16 M18 5/8 30 50 28 57 36 1500
70912 18 250 M16 M18 5/8 30 50 28 57 36 1850
70920 22 250 M20 M22 3/4 40 60 35 68 45 2900
70938 22 315 M20 M22 3/4 40 60 35 68 45 3600
70946 26 250 M24 1 40 70 43 83 56 3400
70953 26 315 M24 1 40 70 43 83 56 4300
70961 33 315 M30 1 1/4 50 80 50 88 56 6000
70979 33 400 M30 1 1/4 50 80 50 88 56 7300

Order 
 no.

B1 L for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A B2 B3 E1 E2 L3 Weight

[g]

376145 22 250 M20 M22 3/4 40 60 35 68 160 45 3025
376160 22 315 M20 M22 3/4 40 60 35 68 220 45 3810
376186 22 400 M20 M22 3/4 50 60 35 68 300 45 5995
376202 22 500 M20 M22 3/4 50 60 35 68 400 45 7440
376228 26 250 M24 1 40 70 43 83 140 56 3639
376244 26 315 M24 1 40 70 43 83 200 56 4560
376269 26 400 M24 1 50 70 43 83 270 56 7243
376285 26 500 M24 1 50 70 43 83 370 56 8937
376301 33 315 M30 1 1/4 50 80 50 88 200 56 6367
376327 33 400 M30 1 1/4 50 80 50 88 283 56 7798
376343 33 500 M30 1 1/4 50 80 50 88 383 56 9607
376137 45 400 M36 1 1/2 60 115 95 125 220 90 19987
376152 45 500 M36 1 1/2 60 115 95 125 330 90 24022
376178 45 800 M36 1 1/2 80 115 95 125 630 90 36953



� Standard Clamping Elements 23

Subject to technical alterations.

Tempering steel, varnished.
Clamp, cranked
DIN 6316

(  ) DIN extended.

Clamps

Tempering steel, varnished.
Forked clamp with pin end
DIN 6315C

Recommendations

DIN 787, 
page 70

DIN 508, 
page 80

DIN 6331, 
page 84

Recommendations

DIN 787, 
page 70

DIN 508, 
page 80

DIN 6331, 
page 84

CAD

CAD

Order 
 no.

B1 L1 for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A B2 D L2 L3 Weight

[g]

70706 9 100 M8 5/16 15 30 12 30 18 220
70714 11 125 M10 3/8 20 30 16 36 24 350
70722 14 160 M12 M14 1/2 25 40 20 45 30 750
70730 14 200 M12 M14 1/2 25 40 20 45 30 950
70748 18 200 M16 M18 5/8 30 50 24 55 36 1400
70755 18 250 M16 M18 5/8 30 50 24 55 36 1750
70763 22 250 M20 M22 3/4 40 60 30 65 45 2700
70771 22 315 M20 M22 3/4 40 60 30 65 45 3400
70789 26 250 M24 1 40 70 38 80 56 3200
70797 26 315 M24 1 40 70 38 80 56 4100
70805 33 315 M30 1 1/4 50 80 45 85 56 5700
70813 33 400 M30 1 1/4 50 80 45 85 56 7000

Order 
 no.

B1 L for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A B2 B3 C E1 E2 H Weight

[g]

71027 6,6 60 M6 1/4 10 20 10 8 22,0 20 9 81
71035 9 80 M8 5/16 12 25 12 9 27,5 25 11 166
71043 11 100 M10 3/8 15 30 15 12 36,0 32 14 299
71050 14 125 M12 M14 1/2 20 40 20 16 44,0 40 18 678
71068 (18) 125 M16 M18 5/8 25 50 25 20 51,5 40 23 1049
71076 18 160 M16 M18 5/8 25 50 25 20 51,5 50 23 1366
71084 (22) 160 M20 M22 3/4 30 60 30 24 59,0 55 27 1911
71092 22 200 M20 M22 3/4 30 60 30 24 59,0 70 27 2417
71100 (26) 200 M24 1 35 70 35 25 76,5 60 32 3315
71118 26 250 M24 1 35 70 35 25 76,5 80 32 4132
71126 (33) 250 M30 1 1/4 40 80 40 40 96,0 80 45 5225
71134 33 315 M30 1 1/4 50 80 40 40 96,0 100 45 8459
71159 (43) 400 M36 M42 1 7/16  1 1/2 60 100 50 50 105,0 120 55 17078



24  Standard Clamping Elements

Subject to technical alterations.

Tempering steel, varnished.
Double goose-neck clamp
No. 6317

For use with washers DIN 6340 or DIN 6319G.

Clamps

Recommendations

DIN 787, 
page 70

DIN 508, 
page 80

DIN 6331, 
page 84

24  Standard Clamping Elements  

CAD

Order 
 no.

B1 L for clamping screw A B2 B3 C E H Weight

[g]

71340 18 100 M12-M18 20 40 20 16 26 40 620
71357 25 140 M20-M24 30 60 30 24 38 60 2040

Subject to technical alterations.



� Standard Clamping Elements 25

Subject to technical alterations.

Tempering steel, blued, packaged in pairs.
Clamps for machine vices
No. 6325

Forged design, packaged in pairs. 
Clamps for machine vices
No. 6325G

Clamps

Recommendations

DIN 787, 
page 70

No. 6379I, 
page 78

DIN 508, 
page 80

Recommendations

DIN 787, 
page 70

No. 6379I, 
page 78

DIN 508, 
page 80

CAD

CAD

Order 
 no.

B1 H L for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A A1xA2 Weight

[g]

74682 16,5 15 78 M12, 14, 16 1/2, 5/8 22,5 10x5,5 685
74690 16,5 20 78 M12, 14, 16 1/2, 5/8 27,5 10x6,5 705

Order 
 no.

B1 H L for 
 clamping screw 

 metric

for 
 clamping screw 

 inch

A A1xA2 Weight

[g]

373878 16,5 15 78 M12, 14, 16 1/2, 5/8 22,5 10x5,5 570
373886 16,5 20 78 M12, 14, 16 1/2, 5/8 27,5 10x6,5 620



26  Standard Clamping Elements  

Subject to technical alterations.

(without clamping stud) 
Painted tempered steel.

Tapered clamp with 
adjusting support screw

No. 6314V

*depending on depth of slot to DIN 650 and position of fixture nut. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

Clamps

with DIN 787, DIN 6340, DIN 6330B. Painted tempered steel.

Tapered clamp with 
adjusting support screw, complete

No. 6314V

*depending on depth of slot to DIN 650 and position of fixture nut. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

Recommendations

No. 6621, 
page 32

CAD

CAD

Order 
 no.

for clamping screw H* sim. 
 DIN6314 

 B1 x L

D x LS A B2 E1 E2 Weight

[g]

70177 M10 8-37 11x80 M10x39 15 30 15 30 200
70193 M12 M14 10-47 14x100 M12x49 20 40 21 40 560
70821 M12 M14 10-92 14x100 M12x94 20 40 21 40 635
70219 M16 M18 13-52 18x125 M16x55 25 50 26 45 1110
70839 M16 M18 13-87 18x125 M16x90 25 50 26 45 1230
70201 M20 M22 16-65 22x160 M20x69 30 60 30 60 2050
70847 M20 M22 16-105 22x160 M20x109 30 60 30 60 2230
70151 M24 20-83 26x200 M24x87 30 70 35 80 3200
70854 M24 20-133 26x200 M24x137 30 70 35 80 3470

373928 M24 20-80 26x250 M24x87 35 70 35 105 4340
373936 M24 20-130 26x250 M24x137 35 70 35 105 4520
374405 M30 24-150 33x315 M30x180 50 80 45 130 11215
374439 M36 M42 24-150 43x400 M30x180 80 100 80 170 24350

Order 
 no.

Slot with clamping bolt H* sim. 
 DIN6314 

 B1 x L

D x LS A B2 E1 E2 Weight

[g]

70268 10 M10x10x80 8-32 11x80 M10x39 15 30 15 30 340
70276 12 M12x12x100 10-40 14x100 M12x49 20 40 21 40 700
72801 12 M12x12x160 24-92 14x100 M12x94 20 40 21 40 830
70284 14 M12x14x100 10-38 14x100 M12x49 20 40 21 40 720
72827 14 M12x14x160 23-92 14x100 M12x94 20 40 21 40 845
70292 16 M16x16x125 13-48 18x125 M16x55 25 50 26 45 1400
72942 16 M16x16x160 15-83 18x125 M16x90 25 50 26 45 1610
70300 18 M16x18x125 13-46 18x125 M16x55 25 50 26 45 1400
73056 18 M16x18x160 13-81 18x125 M16x90 25 50 26 45 1630
70326 20 M20x20x160 16-65 22x160 M20x69 30 60 30 60 2600
73064 20 M20x20x200 21-105 22x160 M20x109 30 60 30 60 2930
70318 22 M20x22x160 16-65 22x160 M20x69 30 60 30 60 2770
73072 22 M20x22x200 19-105 22x160 M20x109 30 60 30 60 2980

373944 28 M24x28x200 20-80 26x250 M24x87 35 70 35 105 5486
373951 28 M24x28x250 30-130 26x250 M24x137 35 70 35 105 5716
381988 36 M30x36x315 24-150 33x315 M30x180 50 80 45 130 11995
382002 42 M36x42x400 24-150 43x400 M30x180 80 100 80 170 25683



� Standard Clamping Elements 27

Subject to technical alterations.

(without clamping stud) 
Painted tempered steel.

Cranked clamp with 
adjusting support screw

No. 6316V

*depending on depth of slot to DIN 650 and position of fixture nut. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

Clamps

*depending on depth of slot to DIN 650 and position of fixture nut. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

with DIN 787, DIN 6340, DIN 6330B. 
Painted tempered steel.

Cranked clamp with 
adjusting support screw, complete

No. 6316V

CAD

CAD

Order 
 no.

for clamping screw H* sim. 
 DIN6316 

 B1 x L

D x LS A B2 E1 E2 Weight

[g]

71183 M10 22-51 11x100 M10x39 15 30 36,0 32 344
71209 M12 28-65 14x125 M12x49 20 40 44,0 40 761
71225 M16 36-75 18x160 M16x55 25 50 51,5 50 1516
71217 M20 43-92 22x200 M20x69 30 60 59,0 70 2669
71266 M24 52-115 26x200 M24x87 35 70 76,5 60 3810

Order 
 no.

Slot with clamping bolt H* sim. 
 DIN6316 

 B1 x L

D x LS A B2 E1 E2 Weight

[g]

71274 10 M10x10x80 22-46 11x100 M10x39 15 30 36,0 32 440
71282 12 M12x12x100 28-58 14x125 M12x49 20 40 44,0 40 906
71290 14 M12x14x100 28-56 14x125 M12x49 20 40 44,0 40 926
71308 16 M16x16x125 36-71 18x160 M16x55 25 50 51,5 50 1859
71316 18 M16x18x125 36-69 18x160 M16x55 25 50 51,5 50 1875
71332 20 M20x20x160 43-92 22x200 M20x69 30 60 59,0 70 3322
71324 22 M20x22x160 43-92 22x200 M20x69 30 60 59,0 70 3352



28  Standard Clamping Elements  

Subject to technical alterations.

(without clamping stud) 
Painted tempered steel.

Stepped clamp with 
adjusting support screw

No. 6314AV

*depending on depth of slot to DIN 650 and position of fixture nut. 
To clamp thin parts, turn the clamp over. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

with DIN 787, DIN 6340, DIN 6330B. 
Painted tempered steel.

Stepped clamp with 
adjusting support screw, complete

No. 6314AV

*depending on depth of slot to DIN 650 and position of fixture nut. 
To clamp thin parts, turn the clamp over. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

Clamps

CAD

CAD

Order 
 no.

for clamping screw H* sim. 
 DIN6314 

 B1 x L

D x LS A A1xA2 B2 E1 E2 Weight

[g]

74567 M12 10-55 14x100 M12x49 20 8 x10,0 40 21 40 580
74575 M16 13-62 18x125 M16x55 25 10x12,5 50 26 45 1140
74583 M20 16-77 22x160 M20x69 30 12x15,0 60 30 60 2100

Order 
 no.

Slot with clamping bolt H* sim. 
 DIN6314 

 B1 x L

D x LS A A1xA2 B2 E1 E2 Weight

[g]

74591 12 M12x12x100 10-48 14x100 M12x49 20 8 x10,0 40 21 40 745
74625 14 M12x14x100 10-46 14x100 M12x49 20 8 x10,0 40 21 40 764
74633 16 M16x16x125 13-58 18x125 M16x55 25 10x12,5 50 26 45 1510
74641 18 M16x18x125 13-56 18x125 M16x55 25 10x12,5 50 26 45 1530
74658 20 M20x20x160 16-77 22x160 M20x69 30 12x15,0 60 30 60 2800
74666 22 M20x22x160 16-77 22x160 M20x69 30 12x15,0 60 30 60 2840



� Standard Clamping Elements 29

Subject to technical alterations.

(without clamping stud) 
Painted tempered steel.

Stepped clamp with 
adjusting support screw

No. 6315V

*depending on depth of slot to DIN 650 and position of fixture nut. 
To clamp thin parts, turn the clamp over. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

with DIN 787, DIN 6340, DIN 6330B. 
Painted tempered steel.

Stepped clamp with 
adjusting support screw, complete

No. 6315V

*depending on depth of slot to DIN 650 and position of fixture nut. 
To clamp thin parts, turn the clamp over. 
Clamps without T-bolts are same item for sizes 12 and 14, 16 and 18, 20 and 22, each.

Recommendations

No. 6342, 
page 95

Clamps

CAD

CAD

Order 
 no.

for clamping screw H* sim. 
 DIN 6315B 

 B1 x L

D x LS A B2 E2 Weight

[g]

71167 M10 8-47 11x100 M10x39 20 30 70 330
71175 M12 10-59 14x125 M12x49 25 40 90 700
71191 M16 13-67 18x160 M16x55 30 50 110 1300
71258 M20 16-85 22x200 M20x69 40 60 135 2600

Order 
 no.

Slot with clamping bolt H* sim. 
 DIN 6315B 

 B1 x L

D x LS A B2 E2 Weight

[g]

73189 10 M10x10x 80 8-37 11x100 M10x39 20 30 70 403
73197 12 M12x12x100 10-48 14x125 M12x49 25 40 90 920
73205 14 M12x14x100 10-45 14x125 M12x49 25 40 90 940
73247 16 M16x16x125 13-58 18x160 M16x55 30 50 110 1860
73254 18 M16x18x125 13-56 18x160 M16x55 30 50 110 1880
73262 20 M20x20x160 16-77 22x200 M20x69 40 60 135 3610
73288 22 M20x22x160 16-75 22x200 M20x69 40 60 135 3650



30  Standard Clamping Elements  

Subject to technical alterations.

(without clamping bolt) 
continuously adjustable, tempered and galvanized.

Clamp, short, with U-piece
No. 6313K

Note:
Suitable fastening elements: DIN 787 clamping bolts, DIN 6340 washers and DIN 6330B hexagon 
nuts.

Clamps

with DIN 787, DIN 6340, DIN 6330B. 
continuously adjustable, tempered and galvanised.

Clamp, short, with U-piece, complete
No. 6313K

CAD

CAD

Order 
 no.

Size for clamping screw H1 B1 B2 x L D E1 E2 H2 K Weight

[g]

73932 13 M12 0-35 13 38x 88 48 23 28 30-55 14 260
73940 18 M16 0-55 18 56x130 74 29 38 42-84 18 809
73957 22 M20 0-65 22 66x140 80 32 46 50-100 20 1253
73965 26 M24 0-75 26 76x174 100 39 52 54-111 24 1718
73973 32 M30 0-80 32 90x200 110 44 61 62-125 28 2785

Order 
 no.

Slot with clamping bolt H1 B1 B2 x L D E1 E2 H2 K Weight

[g]

77149 12 M12x12x100 0-35 13 38x88 52 23 27 30-55 14 395
77156 14 M12x14x100 0-35 13 38x88 52 23 27 30-55 14 415
77180 16 M16x16x160 0-55 18 56x130 79 29 37 42-84 18 1130
77198 18 M16x18x160 0-55 18 56x130 79 29 37 42-84 18 1550
77206 20 M20x20x200 0-65 22 66x144 84 32 42 50-100 20 1880



� Standard Clamping Elements 31

Subject to technical alterations.

with U-piece. Steel, forged and tempered, galvanised. 
Clamp, continuously adjustable
No. 6321

Application:
Stepless clamp for fast coverage of several ranges of work height without additional supports. Low 
space requirement on machine table. Heavy-duty design and specially suitable for clamping of press- 
and punching tools.

Note:
Suitable fastening elements: DIN 787 clamping bolts, DIN 6340 washers and DIN 6330B hexagon 
nuts.

Clamps

Recommendations

No. 6312V, 
page 12

No. 6312VT, 
page 13

with DIN 787, DIN 6340, DIN 6330B and U-piece. 
Steel, forged and tempered, galvanised. 

Clamp, continuously adjustable, 
complete

No. 6321

Application:
Stepless clamp for fast coverage of several ranges of work height without additional supports. Low 
space requirement on machine table. Heavy-duty design and specially suitable for clamping of press- 
and punching tools.

Note:
With the clamping jaw size 17 a maximum clamping height of 75 mm can be achieved with screws for 
T-slots DIN 787, length 160 mm.

CAD

CAD

Order 
 no.

Size for clamping screw H B1 B2 x L D E1 E2 Weight

[g]

71522 17 M12, M14, M16 0-75 17 50x140 60 30 55 900
71530 21 M20 0-85 21 60x175 80 40 70 1600

Order 
 no.

Slot with clamping bolt H B1 B2 x L D E1 E2 Weight

[g]

74906 12 M12x12x125 0-50 17 50x140 60 30 55 1070
74914 14 M12x14x125 0-50 17 50x140 60 30 55 1080
74922 16 M16x16x160 0-75 17 50x140 60 30 55 1270
74930 18 M16x18x160 0-75 17 50x140 60 30 55 1280
74971 20 M20x20x200 0-85 21 60x175 80 40 70 2300
74963 22 M20x22x200 0-85 21 60x175 80 40 70 2370



32  Standard Clamping Elements  

Subject to technical alterations.

Hardened, strength class 8.8 Suitable for all lockable clamps.
Support screw
No. 6314S

Steel, blued. Suitable for adjustable clamps no. 6313K, 6314V, 
6315V, 6316V and 6321.

Detent clamp lever
No. 6621

Clamps

CAD

CAD

(without clamping bolt) 
continuously adjustable, tempered and galvanized.

Goose-neck clamp long with saddle
No. 6313L

Note:
Suitable fastening elements: DIN 787 clamping bolts, DIN 6340 washers and DIN 6330B hexagon 
nuts.

Recommendations

DIN 787, 
page 70

No. 6379I, 
page 78

DIN 508, 
page 80

CAD

Order 
 no.

Size for clamping screw H1 B1 B2 x L B3 E H2 H3 K Weight

[g]

74005 22 M20 25-50 22 66x200 20 88 60 18 20 1600
74013 26 M24 30-70 26 76x232 23 97 70 22 24 2180
74021 32 M30 40-75 32 90x263 25 107 80 25 28 3530

Order 
 no.

D x LS D1 K Weight

[g]

73437 M10x39 30 8 52
73445 M12x49 36 10 96
74039 M12x94 36 10 145
73452 M16x55 42 13 180
74047 M16x90 42 13 230
73460 M20x69 50 16 320
74054 M20x109 50 16 400
73478 M24x87 60 20 590
74062 M24x137 60 20 820

374413 M30x180 80 24 1704

Order 
 no.

G D H L Weight

[g]

74609 M12 33 48 135 360
74617 M16 40 64 158 620



� Standard Clamping Elements 33

Subject to technical alterations.

Special cast iron, screw and bushing 8.8.
Step clamp
No. 7000

Application:
Clamping unit for quick application. The spiral serration allows fast adjusting to any work height up to 
320 mm. Low space requirement on machine table due to compact design.

Clamps

Recommendations

No. 6312V, 
page 12

No. 6312VT, 
page 13

CAD

Order 
 no.

Size Slot B C H L S Weight

[g]

74708 12-0 12 34 14 0- 45 140 0,75 700
74716 12-1 12 34 14 15- 45 110 0,75 600
74724 12-2 12 34 15 30- 75 112 1,25 800
74732 12-3 12 34 16 60-135 112 2,50 1200
74740 12-4 12 34 18 120-195 112 2,50 1700
74757 12-5 12 34 19 180-255 112 2,50 2200
74765 14-0 14 34 14 0- 45 140 0,75 700
74773 14-1 14 34 14 15- 45 112 0,75 600
74781 14-2 14 34 15 30- 75 112 1,25 800
74799 14-3 14 34 16 60-135 112 2,50 1200
74807 14-4 14 34 18 120-195 112 2,50 1700
74815 14-5 14 34 19 180-255 112 2,50 2200
74823 16-0 16 50 20 0- 70 160 1,25 1900
74831 16-1 16 50 20 25- 70 125 1,25 1700
74849 16-2 16 50 21 50-120 125 2,50 2500
74856 16-3 16 50 21 100-220 125 3,75 3540
74864 16-4 16 50 24 200-320 125 3,75 4900
74989 18-0 18 50 20 0- 70 160 1,25 1870
74997 18-1 18 50 20 25- 70 125 1,25 1670
75002 18-2 18 50 21 50-120 125 2,50 2500
75010 18-3 18 50 21 100-220 125 3,75 3580
75028 18-4 18 50 24 200-320 125 3,75 4750



34  Standard Clamping Elements  

Subject to technical alterations.

Tempered steel. Infinitely adjustable.

Clamping unit to clamp outside 
of the tool table

No. 6314AT

Application:
Used for clamping outside of the tool table. For use when clamping large workpieces or tools that do 
not allow any space for clamping elements on the tool or machine table.

Note:
For the installation dimensions of the clamp, see No. 7110GX-**-1. 
Do not use on presses!

Clamps

Order 
 no.

A L K1 K2 SW1 SW2

73999 105 125 27 40 18 6
73981 168 165 35 55 24 8
79194 206 255 33 85 30 10

Dimensions:

CAD

Order 
 no.

Clamping force

[kN]

Tightening torque

[Nm]

Slot G H Weight

[g]

73999 15 70 18 M12 20-35 840
73981 25 170 22 M16 30-45 2126
79194 50 320 28 M20 40-53 5000



� Standard Clamping Elements 35

Subject to technical alterations.

tempered.
Clamp, straight
No. 7110GX-**-1

with screw-in pin end tempered.
Clamp, straight (long)
No. 7110GLX-**-1

ball-shaped, strength class 10.9.
Set screw
No. 7110DX-**xM**

ball-shaped, brass, with steel nut.
Set screw
No. 7110DMX-**xM**

Clamps

Order 
 no.

Size A x B E F G G1 I K N Weight

[g]

73528 12 20x35 110 12,5 M12 M10 21,5 11,5 82 340
73536 16 30x40 142 17,0 M16 M12 28,0 15,0 107 770
73544 20 40x50 200 21,0 M20 M16 38,0 21,0 150 1800

Order 
 no.

Size A x B E F G I K L M N Weight

[g]

73551 12 20x35,0 156 12,5 M12 30 20 12 18 106 600
73577 16 30x45,5 196 17,0 M16 35 22 16 24 136 1400
73585 20 40x60,0 298 21,0 M20 47 30 20 30 221 3900

Order 
 no.

Size G x L H SW Weight

[g]

73593 12xM12 M12x30 16-28 19 50
73601 16xM16 M16x40 20-38 24 100

Order 
 no.

Size G x L H SW Weight

[g]

73635 12xM12 M12x30 16-28 19 50
73643 16xM16 M16x40 20-38 24 100



36  Standard Clamping Elements  

Subject to technical alterations.

Note:
For pressure screws that fit, see accessories.

tempered.
Clamp, double (short)
No. 7110GD-**-1

tempered.
Clamp, double (long)
No. 7110GD-**-2

Note:
For pressure screws that fit, see accessories.

tempered.
Clamp, double
No. 6365-**-009

Clamps

Order 
 no.

Size A B E F Weight

[g]

78626 12 20 30 48 14 192
78667 16 25 40 62 18 385

Order 
 no.

Size A x B E F G I K N Weight

[g]

78956 12 15x30 80 12,5 M12 23,5 13,5 33 200
78972 16 25x40 100 17 M16 29 16 42 525

Order 
 no.

Size A x B E F G I K K1 N Weight

[g]

78964 12 20x30 160 12,5 M12 63,5 33,5 20 33 610
78980 16 30x40 200 17 M16 79 41 25 42 1480



Standard Clamping Elements 37

Subject to technical alterations.

with flat-faced ball, adjustable, ribbed.
Set screw
No. 7110DHX-**xM**

with flat-faced ball, adjustable, plain.
Set screw
No. 7110DIX-**xM**

with flat-faced ball.
Set screw
No. 7110DKX-**xM**

with flat-faced ball, ribbed.
Set screw
No. 7110DFX-**xM**

Set screw

Order 
 no.

Size G x L H dia. K SW1 SW2 Weight

[g]

374447 8xM8 M8x25 11,6 5,5 13 13 25
73650 12xM12 M12x35 15,7 8,6 17 19 55
73668 16xM16 M16x40 20,7 10,5 24 24 115
73692 20xM20 M20x50 27,3 20,0 30 30 230

Order 
 no.

Size G x L H dia. K SW1 SW2 Weight

[g]

374454 8xM8 M8x25 11,6 5,5 13 13 25
73684 12xM12 M12x35 15,7 8,6 17 19 55
73718 16xM16 M16x40 20,7 10,5 24 24 115
73726 20xM20 M20x50 27,3 20,0 30 30 230

Order 
 no.

Size G x L H dia. l dia. K SW Weight

[g]

374462 8xM8 M8x8 13 13 7,2 11 13
73734 12xM12 M12x12 18 20 10,5 17 43
73742 16xM16 M16x16 27 30 20,0 27 149
73759 20xM20 M20x20 35 50 34,5 41 520

Order 
 no.

Size G x L H dia. l dia. K SW Weight

[g]

75432 8xM8 M8x8 13 13 7,2 11 13
73767 12xM12 M12x12 18 20 10,5 17 43
73775 16xM16 M16x16 27 30 20,0 27 149
73783 20xM20 M20x20 35 50 34,5 41 520
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