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116  Standard Clamping Elements  

Subject to technical alterations.

about  
aligning and  

positioning

> Design: The skilfull graduation of sizes to DIN series

figures allows for numerous combinations.

> Quality: AMF-parallels guarantee for long life due to

their high wear resistance.

> The right quality for any application: Our 

parallel washers are available in three quality levels:

Standard

Precision

Super-precision

AMF-parallels are used as packing blocks, stops or 

distance pieces on machine tools. They are indispensable 

for the parallel support of components in machine vices 

and on surface plastes.

> AMF parallel washers, stops and power clamp being

used for dril l ing a base plate.



� Standard Clamping Elements  117

Subject to technical alterations.

In wooden box with detachable folding lid. 
Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance in height tp2 and width tp1 to IT 5. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m. 

Geometrical graduation enables full use of the support height. 
2.5 - 25 mm over 40 different heights 2.5 - 45 mm 
4 - 32 mm over 40 different heights 4 - 57 mm 
4 - 40 mm over 40 different heights 4 - 72 mm 
8 - 50 mm over 30 different heights 8 - 90 mm 
8 - 63 mm over 40 different heights 8 - 113 mm 
20 - 100 mm over 14 different heights 20 - 180 mm.

Parallel supports-set
DIN 6346

Note:
Workshop sets 
Size 2.5-25 including (BxHxL): 
2.5x8x63 / 3.2x10x63 / 4.0x12x63 / 5.0x16x63 / 6.3x20x63 / 4.0x12x100 / 5.0x16x100 / 6.3x20x100 / 
8.0x25x100 mm 
Size 4.0-40 including (BxHxL): 
4.0x12x100 / 5.0x16x100 / 6.3x20x100 / 8.0x25x100 / 8.0x25x160 / 10.0x32x160 / 12.0x40x160 mm 
Size 8.0-63 including (BxHxL): 
8.0x25x100 / 10.0x32x100 / 12.0x40x100 / 16.0x50x160 / 20.0x63x160 mm 
Size 20-100 including (BxHxL): 
20.0x63x250 / 25.0x80x250 / 32.0x100x250 mm 

Vice sets 
Size 4.0-32 including (BxHxL): 
4.0x12x100 / 5.0x16x100 / 6.3x20x100 / 8.0x25x100 / 10.0x32x100 mm 
Size 8.0-50 including (BxHxL): 
8.0x25x160 / 10.0x32x160 / 12.0x40x160 / 16.0x50x160 mm

Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance in height tp2 and width tp1 to IT 5. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs
DIN 6346P

Parallel supports

CAD

Order 
 no.

Size Pair Case L x B x H Weight

[Kg]

72322 2,5-25 9 200x100x 36 1,3
72330 4-40 7 305x115x 50 3,8
72348 8-63 5 305x115x 70 7,4
72355 20-100 3 280x215x125 27,1
72165 4-32 5 132x145x 50 1,5
72173 8-50 4 192x158x 75 4,9

Order 
 no.

B H L Weight

[g]

75309 2,5 8 63 20
75317 3,2 10 63 30
75325 4,0 12 63 45
75333 5,0 16 63 80
75341 6,3 20 63 125
72181 4,0 12 100 75
72199 5,0 16 100 125
72207 6,3 20 100 200
72215 8,0 25 100 315
72223 10,0 32 100 500
72231 12,0 40 100 750
72249 8,0 25 160 500
72256 10,0 32 160 800
72264 12,0 40 160 1200
72272 16,0 50 160 2000
72280 20,0 63 160 3170
72298 20,0 63 250 4950
72306 25,0 80 250 7900
72314 32,0 100 250 12680
72363 40,0 100 400 25300

POLOHOVACIE PRVKY



118  Standard Clamping Elements  

Subject to technical alterations.

In wooden box. 
Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance tp at height 0.004 mm. 
Rated dimensional tolerance in height ±0.004 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-set, super-precision
No. 6347SP

Design:
1 pair each (B x H): 
10x14 / 10x16 / 10x18 / 10x20 / 10x22 / 10x24 / 10x26 / 10x28 / 10x30 / 10x32 / 10x35 / 10x40 / 
10x45 / 10x50 mm.

Application:
These documents are used as washers for workpieces exposed to diverse machining processes. The 
high precision of the parallel washers guarantees parallel workpiece clamping.

In wooden box. 
Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance tp at height 0.01 mm. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-set, precision
No. 6347P

In wooden box. 
Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance tp at height 0.01 mm. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-set, standard
No. 6347S

Parallel supports

Optimised wooden case

for perfect handling!

Order 
 no.

Pair L Weight

[Kg]

558279 14 150 10,9

Order 
 no.

Pair L Weight

[Kg]

558280 14 150 10,9

Order 
 no.

Pair L Weight

[Kg]

558281 14 150 10,9
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Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance tp at height 0.004 mm. 
Rated dimensional tolerance in height ±0.004 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, super-precision
No. 6347PSP

Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance tp at height 0.01 mm. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, precision
No. 6347PP

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

Application:
These documents are used as washers for workpieces exposed to diverse machining processes. The 
high precision of the parallel washers guarantees parallel workpiece clamping.

Parallel supports

CAD

CAD

Order 
 no.

B H L Weight

[g]

75473 10 14 150 330
75481 10 16 150 380
75499 10 18 150 420
75507 10 20 150 470
75515 10 22 150 520
75523 10 24 150 570
75531 10 26 150 610
75549 10 28 150 660
75556 10 30 150 710
75564 10 32 150 750
75572 10 35 150 830
75580 10 40 150 940
75291 10 45 150 1060
75283 10 50 150 1180

Order 
 no.

B H L Weight

[g]

370684 10 14 150 330
370692 10 16 150 380
370700 10 18 150 420
370718 10 20 150 470
370726 10 22 150 520
370734 10 24 150 570
370742 10 26 150 610
370759 10 28 150 660
370767 10 30 150 710
370775 10 32 150 750
370783 10 35 150 830
370791 10 40 150 940
370809 10 45 150 1060
370817 10 50 150 1180



120  Standard Clamping Elements  

Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Case-hardened. 

Pair tolerance tp at height 0.01 mm. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, standard
No. 6347PS

Parallel supports

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

CAD

Order 
 no.

B H L Weight

[g]

370825 10 14 150 330
370833 10 16 150 380
370841 10 18 150 420
370858 10 20 150 470
370866 10 22 150 520
370874 10 24 150 570
370882 10 26 150 610
370890 10 28 150 660
370908 10 30 150 710
370916 10 32 150 750
370924 10 35 150 830
370932 10 40 150 940
370940 10 45 150 1060
370957 10 50 150 1180
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Subject to technical alterations.

In wooden stand. 
Plain parallel, fine-ground, in pairs.  
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-set, super-precision
No. 6348SP

Design:
Size 100, 1 pair each (B x H): 
2x5 / 2x10 / 2x15 / 2x20 / 3x6 / 3x11 / 3x16 / 3x21 / 4x7 / 4x12 / 4x17 / 4x22 / 5x8 / 5x13 / 5x18 / 
5x23 / 6x9 / 6x14 / 6x19 / 6x24 mm. 
Size 125, 1 pair each (B x H): 
8x11 / 8x16 / 8x21 / 8x26 / 8x31 / 8x36 / 10x13 / 10x18 / 10x23 / 10x28 / 10x33 / 10x38 / 12x15 / 
12x20 / 12x25 / 12x30 / 12x35 / 12x40 / 14x17 / 14x22 / 14x27 / 14x32 / 14x37 / 14x42 mm. 
Size 150, 1 pair each (B x H): 
8x11 / 8x16 / 8x21 / 8x26 / 8x31 / 8x36 / 10x13 / 10x18 / 10x23 / 10x28 / 10x33 / 10x38 / 12x15 / 
12x20 / 12x25 / 12x30 / 12x35 / 12x40 / 14x17 / 14x22 / 14x27 / 14x32 / 14x37 / 14x42 mm.

Application:
These documents are used as washers for workpieces exposed to diverse machining processes. The 
high precision of the parallel washers guarantees parallel workpiece clamping.

In wooden stand. 
Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-set, precision
No. 6348P

In wooden stand. 
Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-set, standard
No. 6348S

Parallel supports

Order 
 no.

Size Pair L Weight

[Kg]

75606 100 20 100 2,2
75614 125 24 125 14
75648 150 24 150 17

Order 
 no.

Size Pair L Weight

[Kg]

371062 100 20 100 2,2
371070 125 24 125 14
371088 150 24 150 17

Order 
 no.

Size Pair L Weight

[Kg]

371096 100 20 100 2,2
371104 125 24 125 14
371112 150 24 150 17



122  Standard Clamping Elements  

Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, super-precision, 
100 mm long

No. 6348PSP

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, super-precision, 
125 mm long

No. 6348PSP

Application:
These documents are used as washers for workpieces exposed to diverse machining processes. The 
high precision of the parallel washers guarantees parallel workpiece clamping.

Application:
These documents are used as washers for workpieces exposed to diverse machining processes. The 
high precision of the parallel washers guarantees parallel workpiece clamping.

Parallel supports

CAD

CAD

Order 
 no.

B H L Weight

[g]

370007 2 5 100 16
370015 2 10 100 31
370023 2 15 100 47
370031 2 20 100 62
370049 3 6 100 28
370056 3 11 100 51
370064 3 16 100 75
370072 3 21 100 98
370080 4 7 100 44
370098 4 12 100 75
370106 4 17 100 106
370114 4 22 100 137
370122 5 8 100 62
370130 5 13 100 101
370148 5 18 100 140
370155 5 23 100 179
370163 6 9 100 84
370171 6 14 100 131
370189 6 19 100 178
370197 6 24 100 224

Order 
 no.

B H L Weight

[g]

370205 8 11 125 171
370213 8 16 125 249
370221 8 21 125 326
370239 8 26 125 404
370247 8 31 125 482
370254 8 36 125 561
370262 10 13 125 253
370270 10 18 125 351
370288 10 23 125 448
370296 10 28 125 545
370304 10 33 125 642
370312 10 38 125 741
370320 12 15 125 350
370338 12 20 125 466
370346 12 25 125 583
370353 12 30 125 700
370361 12 35 125 817
370379 12 40 125 933
370387 14 17 125 462
370395 14 22 125 599
370403 14 27 125 734
370411 14 32 125 871
370429 14 37 125 1009
370437 14 42 125 1144
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Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, super-precision, 
150 mm long

No. 6348PSP

Application:
These documents are used as washers for workpieces exposed to diverse machining processes. The 
high precision of the parallel washers guarantees parallel workpiece clamping.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, precision, 
100 mm long

No. 6348PP

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

Parallel supports

CAD

CAD

Order 
 no.

B H L Weight

[g]

370445 8 11 150 203
370452 8 16 150 295
370460 8 21 150 389
370478 8 26 150 482
370486 8 31 150 574
370494 8 36 150 668
370502 10 13 150 300
370510 10 18 150 417
370528 10 23 150 533
370536 10 28 150 649
370544 10 33 150 768
370551 10 38 150 884
370569 12 15 150 416
370577 12 20 150 556
370585 12 25 150 694
370593 12 30 150 835
370601 12 35 150 974
370619 12 40 150 1113
370627 14 17 150 550
370635 14 22 150 714
370643 14 27 150 879
370650 14 32 150 1040
370668 14 37 150 1203
370676 14 42 150 1369

Order 
 no.

B H L Weight

[g]

371120 2 5 100 16
371138 2 10 100 31
371146 2 15 100 47
371153 2 20 100 62
371161 3 6 100 28
371179 3 11 100 51
371187 3 16 100 75
371195 3 21 100 98
371203 4 7 100 44
371211 4 12 100 75
371229 4 17 100 106
371237 4 22 100 137
371245 5 8 100 62
371252 5 13 100 101
371260 5 18 100 140
371278 5 23 100 179
371286 6 9 100 84
371294 6 14 100 131
371302 6 19 100 178
371310 6 24 100 224



124  Standard Clamping Elements  

Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, precision, 
125 mm long

No. 6348PP

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, precision, 
150 mm long

No. 6348PP

Parallel supports

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

CAD

CAD

Order 
 no.

B H L Weight

[g]

371328 8 11 125 171
371336 8 16 125 249
371344 8 21 125 326
371351 8 26 125 404
371369 8 31 125 482
371377 8 36 125 561
371385 10 13 125 253
371393 10 18 125 351
371401 10 23 125 448
371419 10 28 125 545
371427 10 33 125 642
371435 10 38 125 741
371443 12 15 125 350
371450 12 20 125 466
371468 12 25 125 583
371476 12 30 125 700
371484 12 35 125 817
371492 12 40 125 933
371500 14 17 125 462
371518 14 22 125 599
371526 14 27 125 734
371534 14 32 125 871
371542 14 37 125 1009
371559 14 42 125 1144

Order 
 no.

B H L Weight

[g]

372243 8 11 150 203
372250 8 16 150 295
372268 8 21 150 389
372276 8 26 150 482
372284 8 31 150 574
372292 8 36 150 668
372300 10 13 150 300
372318 10 18 150 417
372326 10 23 150 533
372334 10 28 150 649
372342 10 33 150 768
372359 10 38 150 884
372367 12 15 150 416
372375 12 20 150 556
372383 12 25 150 694
372391 12 30 150 835
372409 12 35 150 974
372417 12 40 150 1113
372425 14 17 150 550
372433 14 22 150 714
372441 14 27 150 879
372458 14 32 150 1040
372466 14 37 150 1203
372474 14 42 150 1369
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Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, standard, 
100 mm long

No. 6348PS

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, standard, 
125 mm long

No. 6348PS

Parallel supports

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

CAD

CAD

Order 
 no.

B H L Weight

[g]

371807 2 5 100 16
371815 2 10 100 31
371823 2 15 100 47
371831 2 20 100 62
371849 3 6 100 28
371856 3 11 100 51
371864 3 16 100 75
371872 3 21 100 98
371880 4 7 100 44
371898 4 12 100 75
371906 4 17 100 106
371914 4 22 100 137
371922 5 8 100 62
371930 5 13 100 101
371948 5 18 100 140
371955 5 23 100 179
371963 6 9 100 84
371971 6 14 100 131
371989 6 19 100 178
371997 6 24 100 224

Order 
 no.

B H L Weight

[g]

372003 8 11 125 171
372011 8 16 125 249
372029 8 21 125 326
372037 8 26 125 404
372045 8 31 125 482
372052 8 36 125 561
372060 10 13 125 253
372078 10 18 125 351
372086 10 23 125 448
372094 10 28 125 545
372102 10 33 125 642
372110 10 38 125 741
372128 12 15 125 350
372136 12 20 125 466
372144 12 25 125 583
372151 12 30 125 700
372169 12 35 125 817
372177 12 40 125 933
372185 14 17 125 462
372193 14 22 125 599
372201 14 27 125 734
372219 14 32 125 871
372227 14 37 125 1009
372235 14 42 125 1144
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Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on front of product. 
Sets offer a large range with 1 mm graduation. 
Case-hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height and width to 
DIN ISO 2768m. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, standard, 
150 mm long

No. 6348PS

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

Parallel supports

CAD

Order 
 no.

B H L Weight

[g]

371567 8 11 150 203
371575 8 16 150 295
371583 8 21 150 389
371591 8 26 150 482
371609 8 31 150 574
371617 8 36 150 668
371625 10 13 150 300
371633 10 18 150 417
371641 10 23 150 533
371658 10 28 150 649
371666 10 33 150 768
371674 10 38 150 884
371682 12 15 150 416
371690 12 20 150 556
371708 12 25 150 694
371716 12 30 150 835
371724 12 35 150 974
371732 12 40 150 1113
371740 14 17 150 550
371757 14 22 150 714
371765 14 27 150 879
371773 14 32 150 1040
371781 14 37 150 1203
371799 14 42 150 1369
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Subject to technical alterations.

Plain parallel, fine-ground, in pairs. 
Size data on the product. 
Hardened. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, precision
No. 6349PP

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

Parallel supports

CAD

Order 
 no.

B H L Weight

[g]

372508 3 11 125 64
372516 3 12 125 70
372524 3 13 125 76
372532 3 14 125 82
372540 3 15 125 88
372557 3 16 125 94
372565 3 17 125 100
372573 3 18 125 106
372581 3 19 125 112
372599 3 20 125 118
372607 3 21 125 124
372615 3 22 125 130
372623 3 23 125 136
372631 3 24 125 142
372649 3 25 125 148
372656 3 26 125 154
372664 3 27 125 160
372672 3 28 125 164
372680 3 29 125 170
372698 3 30 125 176
372706 3 31 125 182
372714 3 32 125 188
372722 3 33 125 194
372730 3 34 125 200
372748 3 35 125 206
372755 3 36 125 212
372763 3 37 125 218
372771 3 38 125 224
372789 3 39 125 230
372797 3 40 125 236
372805 3 41 125 242
372813 3 42 125 248



128  Standard Clamping Elements  

Subject to technical alterations.

In wooden stand. 
Plain parallel, fine-ground, in pairs. 
Size data on the product. 

Pair tolerance tp at height IT 5. 
Rated dimensional tolerance in height ±0.01 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-pairs, precision
No. 6349P

Design:
Size 24, 1 pair each (B x H): 
3x11 / 3x13 / 3x15 / 3x16 / 3x17 / 3x18 / 3x20 / 3x21 / 3x22 / 3x23 / 3x25 / 3x26 / 3x27 / 3x28 / 3x30 / 
3x31 / 3x32 / 3x33 / 3x35 / 3x36 / 3x37 / 3x38 / 3x40 / 3x42 mm. 
Size 32, 1 pair each (B x H): 
3x11 / 3x12 / 3x13 / 3x14 / 3x15 / 3x16 / 3x17 / 3x18 / 3x19 / 3x20 / 3x21 / 3x22 / 3x23 / 3x24 / 3x25 
/ 3x26 / 3x27 / 3x28 / 3x29 / 3x30 / 3x31 / 3x32 / 3x33 / 3x34 / 3x35 / 3x36 / 3x37 / 3x38 / 3x39 / 3x40 
/ 3x41 / 3x42 mm.

Application:
These documents are used as washers for workpieces exposed to diverse machining processes.

In wooden box with folding lid. 
Material thickness 0.3 mm. 
Precision ground. 
Hardened, tempered spring steel. 
2 mm height graduation. 

Pair tolerance tp at height IT 5. 
Rated dimension tolerance at height ±0,004 mm. 
Remaining dimensions to DIN ISO 2768m.

Parallel supports-set, corrugated
No. 6344SP

Design:
Size 9-23, 1 pair each (B x H): 
0.3x9 / 0.3x11 / 0.3x13 / 0.3x15 / 0.3x17 / 0.3x19 / 0.3x21 / 0.3x23 mm. 
Size 25-39, 1 pair each (B x H): 
0.3x25 / 0.3x27 / 0.3x29 / 0.3x31 / 0.3x33 / 0.3x35 / 0.3x37 / 0.3x39 mm.

Application:
The corrugated parallel washers create a time-saving when clamping workpieces for grinding, milling, 
cutting, boring, etc.

Advantage:
- no swarf remains on the mounting surface 
- parallelism of the clamped workpiece is not affected 
- several flat or single thin workpieces can easily be clamped.

Parallel supports

Order 
 no.

Size Pair L Weight

[Kg]

372482 24 24 125 4,5
372490 32 32 125 5,5

Order 
 no.

Size Pair L Weight

[g]

372821 9 -23 8 110 450
372839 25-39 8 110 490




