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Mill - Thread Inserts
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12-18 NPT 14-18 NPT
14 14-14 NPT 21-14 NPT
21-11.5 NPT 30-11.5 NPT 40-11.5 NPT
8 30- 8 NPT 40- 8 NPT

Order example: 30-11.5 NPT MT7

NPTF

12-18 NPTF 14-18 NPTF
14 14-14 NPTF 21-14 NPTF
21-11.5 NPTF 30-11.5 NPTF 40-11.5 NPTF
8 30- 8 NPTF 40- 8 NPTF

Order example: 21-14 NPTF MT7
For conical preparation end mills see page 221






Mill - Thread Inserts

PG - DIN 40430

. 14-18 PG 21-18 PG
8

(PG 9, 11, 13,5, 16) (PG 16)

21-16 PG

(PG 21, 29, 36, 42, 48)

30-16 PG
(PG 36, 42, 48)

Order example: 21-18 PG MT7

UNJ

14 E 24 UNJ
14 E 20 UNJ
14 E 18 UNJ
14 E 16 UNJ
14 E 14 UNJ
14 E12 UNJ

21 E24 UNJ
21 E 20 UNJ
21 E18 UNJ
21 E16 UNJ
21 E14 UNJ
21 E12 UNJ

Order example: 21E 16 UNJ MT7

For internal UNJ threads it is common to use UN inserts as partial profile.



