
GRINDING MACHINE ACCESSORIESB27

PRIZMY a upínacie bloky

90º V-way. High carbon steel hardened to 50º-54º 
HRC, precision ground to within 0.005mm accuracy
in squareness. Angle tolerance ± 10 minutes. Sets
any angle 0-60º, vernier reading 10 minutes. 2 set

Material: SK2
Hardness: HRC 50º-54º
Squareness: ±0.01 mm
Angular measures from 0º-60º

Unit:mm
ORDER

NO. H W L h N.W.
(KGS)

CODE
NO.

VAP-1 48 45 102 28 1.4 2005-001

VAP-2 49 30 102 28 0.9 2005-002

VAP-3 32.5 25 75 21 0.5 2005-003

IT CAN BE LOCKED AT 
DESIRED ANGLE FROM THE 
BOTTOM.

1. USING ON THE MILLING
MACHINE

2. USING ON THE GRINDING 
MACHINE.

3. TO MARK OUT ON A 
WORKPIECE.

4. USING ON THE DRILLING 
MACHINE.

VAP-3

VAP-1

VAP-2

Angle Can Be Adjusted From 0º~60º By Screw

Unit:mm

ORDER NO. H W L h N.W.
(KGS) CODE NO.

VAPM-1 47 46 102 28 1.4 2005-010

VAPM-2 47 30 102 28 1 2005-011

VAPM-3 32 25 75 22 0.5 2005-012

Micro-Adjustable Angle Plate

Not for LAB

Not for LAB

www.panas.sk
info@panas.sk 038/7496764



GRINDING MACHINE ACCESSORIES B28

Unit:mm

ORDER NO. A B C F G H L X W X H WEIGHT
(KGS) CODE NO.

V-5VA 14 35 40 63 29 19 124X35X61 2.8 2005-017

V-3VA-S 10 22 18 40 18 8 72.8X25X36.7 0.88 2005-018

V-4VA-S 15 32 18 50 24 8 100X36X60 2.9 2005-019

V-5VA-S 16 35 22 65 31.5 9.5 124.6X49.8X79.8 6.8 2005-020

Precision V Block

Furnished in 1º increments to 5 degrees and in 5º increments 
to 30 degrees. With the addition of the optional1/4º and 
1/2ºblocks virtually and conceivable angle to these increments 
can be established.

Simple, quick angle set-ups.
Eliminates calculations, avoids errors.
Lightly magnetized for better holding.
Manufactured of steel, hardened, stablized and ground.
Sizes: 3” long x 1/4”thick. (75mm x 6mm)
Accuracy: .0001” per inch.
Oil-hardened steel, precision ground. 12pcs angle blocks
(1/4º,1/2º,1º,2º,3º,4º,5º,10º,15º,20º,25º,30º)

No sine plate, sine vise, angle chart or gauge 
block needed!

A slope at any angle can be provided by 
installing a block or blocks on a machine 
vise up to 5%
8 pieces in a deluxe wooden box include: 
10º,15º & 30º vee blocks and 5 angle 
plates-1º to 5º for AB-164
Heat treated 50º HRC & ground to 10 sec.
9pcs angle blocks (1/2º,1º,2º,3º,4º,5º,10º,1
5º,30º,) for AB-163
Not for LAB

mm

ORDER NO. L X W X H WEIGHT
(KGS)

CODE
NO.

AB-163
Vee blocks:3”Lx13/16”Wx13/16”H

Angle Plates:23/4”Lx13/16”Wx5/64”H
2 2006-010

AB-164
Vee blocks:4”Lx11/2”Wx11/2”H
Angle Plates:4”Lx11/2”Wx5/32”H

3.8 2006-011

Precision Angle Blocks
ORDER NO.AB-130   CODE NO.2006-001

WEIGHT:1kg

Universal Angle Block Set

A
N

G
L

E
 B

L
O

C
K

Accuracy : 0.02 mm / 100 mm

Material : Steel
Hardness : HRC 52

For Production
Not for LAB

Not for LAB
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Solid Angle Plates
 Precision ground angles for convenient set-ups in
 tooling, production and inspection.
 Four holes on top of it for easy mounting.
 1/4”Thick, packed in cardboard box.
 Set of 3”x3”x4-3/8”, 45ºx45ºx90ºx1pc
           2”x3-15/32”x4”, 30ºx60ºx90ºx1pc

Micrometric Tangent Bar & Angle Gauge Block Set
Made of Hardened Steel, Precision Ground.
Accuracy ±.001”Per Inch.
Interlocking Slots.
Size of Angle Blocks: .35”x3”
A Complete set for Angular set-ups. No Other Gauges 
Required.
Simplicity in application.
Angular set-ups with this are a zip. Just dial your angle direct 
in degrees and minutes. Add one or two angle block gauges 
for angles over 5º and Secure assembly by dropping 1/8” 
dowel or square key into slot provided.

Micrometric Tangent Bar & Angle Gauge Block Set
ORDER NO.AB-166   CODE NO.2006-020

WEIGHT:1kg

Solid Angle Plates
ORDER NO.AB-167   CODE NO.2006-030

WEIGHT:0.3kg

Precision Angle Blocks
ORDER NO:AB-113(13PCS/SET)  CODE NO:2006-040 

WEIGHT:7.1kgs

PLATE ANGLE DEGREE

TOP PLATE
BASE PLATE

FEATURES

Not for LAB

Not for LAB

Angle Tolerance:0.02Mm
Can Be Assembled Top Plate With

Made By The Material Of Sk2
Can Be Cooperate Two Set For Use.

Not for LAB



GRINDING MACHINE ACCESSORIES

ORDER NO. A B C D E F N.W.
(kgs) CODE.NO.

VBC-195 Ⅰ

VBC-196 Ⅱ

VBC-197 Ⅲ

V-Block With Clamp

PAIRS

PAIRS



GRINDING MACHINE ACCESSORIES

ORDER NO. W H L W.OF SMALL VEE W.OF LARGER 
VEE PACKING G.W.

(kgs) CODE NO.

VBC-003

VBC-243 V32 X V3.5

VBC-006 V30 X V3.5

VBC-009 V59 X V4.5

V-Block With Clamp
PAIRS

V
-B

L
O

C
K

 W
IT

H
 C

L
A

M
P

PAIRS

PAIRS

PAIRS

SINGLE



GRINDING MACHINE ACCESSORIES

” ” ”

1 ” ” ”

” ” 7 ”

BOXED  SET

” ” ” 1 ” 1 ”

ORDER NO. WEIGHT KGS CODE NO.

VCP-1

VCP-2

VCP-3

VCP-4

NO. of Blocks STYLE LxHxWxPCS USED MODEL

1Pair

1Pair

Magnetic Transisting Block

Magnetic Adjustable Link
ORDER NO.VCP-5   CODE NO.2015-420

Magnetic Transisting Block Set
ORDER NO.VCP-6   CODE NO.2015-410
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ORDER NO. Magnetic
Power(pull) V v Dimension Wt.

kgs CODE NO.H W L L1 L2

VCP-25 ø7~ø60 ø7~ø25 95.3
3.75”

70
2.76”

101.6
4”

45
1.97”

18
0.75” 3.9 2015-501

 ORDER NO. Magnetic
Power(pull) V

Dimension Wt.
kgs CODE NO.

H W L L1

VCP-26 ø8~ø50 73
2.87”

60
2.13”

70
2.76”

37
1.5” 1.8 2015-510

VCP-27 ø8~ø50 73
2.87”

60
2.36”

125
4.29”

38
1.5” 3.3 2015-511

2 SIDES 
NO POWER

SMALL 
POWER

ON

OFF

ON

OFF

L
W

H

L1

V

v
L2

BIG POWER TOP

BOTTOM 
BIG POWER

VCP-26
2 SIDES 
NO POWER VCP-27

POWER
TOP & V

BOTTOM
POWER

ONOFF

L W

V

L1

H

SMALL
POWER

BIG POWER TOP

BOTTOM 
BIG POWER

BACK

Magnetic V Block
1  PCS

Magnetic V Block
1 PCS

ORDER NO. Magnetic
Power(pull) V Dimension Width

of V
Wt.
kgs CODE NO.H W L

VCP-29 ø8~ø80 74
2.91”

48
1.77”

110
4.33”

60
2.36” 4.9 2015-521

VCP-30 ø8~ø120 100
3.94”

50
1.97”

150
5.91”

90
3.54” 8.9 2015-522

2 PCS/SET
PAIR

PAIR

2 SIDES 
NO POWER

NO POWER
BOTTOM

ONOFF

L

V

Width of V

W

H

TOP

REAR

Magnetic V Block
Magnetic V-Block

and accuracy are used together as a set.

V ANGLE 90°

Not for LAB.

For measuring
V ANGLE 90°
Not for LAB.

For measuring
V ANGLE 90°
Not for LAB.
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 ORDER NO. Mag. Power
of V groove V H W L W1 Wt.

kgs CODE NO.

VCP-40 ø8~ø50 125 125 125 37 8.54 2015-540

Precision ground
Base & V groove parallism : 0.02 / 100 mm
Magnetic power : V groove only
MAIN BODY : CAST IRON
Light duty, for measuring
Easy movement
Multi - type
V ANGLE 90°

ORDER NO. Mag. Power
of V groove

Mag. Power
of base V H W L W1 Wt.

kgs CODE NO.

VCP-31 ø7~ø22 100
3.94”

100
3.94”

100
3.94”

23
1.02” 6.5 2015-530

VCP-32 ø7~ø29 150
5.91”

150
5.91”

150
5.91”

29
1.26” 20.3 2015-531

OFF ON

L W

W1 W1

H

2 SIDES 
POWER

BOTTOM SMALL 
POWER

TOP POWER

Magnetic Square Block

Magnetic Square Holder

M
A

G
N

E
T

IC
  B

L
O

C
K

MAIN BODY

V GROOVE

FOR MEASURING

POWER TOP & V

W

H

L

W1

Not for LAB.

integrally with aluminum. 
For measuring

V ANGLE 90°
Not for LAB



L

H

W

V-W

V
-D

90°

MACHINED ONLY
Material: High quality close-grained cast iron, stress-relieved.
Accuracy: Machining to 0.05mm / 100mm

ORDER
NO. Length Width Height V-Width V-Depth Weight

(kgs)/Set
CODE
 NO.

V-2V 50mm 27mm 32mm 25mm 12.5mm 0.5 1019-001

V-3V 76mm 35mm 61mm 44mm 22mm 1.5 1019-002

V-4V 100mm 45mm 67mm 53mm 26.5mm 2.5 1019-003

V-5V 130mm 51.5mm 79.5mm 64mm 32mm 4.3 1019-004

V-6V 156mm 66mm 90.5mm 81mm 40.5mm 6.4 1019-005

V-7V 181mm 77mm 110mm 85.4mm 42.7mm 12 1019-006

V-8V 206mm 103mm 143mm 116mm 58mm 16.7 1019-007

Vee Blocks
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